LARAMIE COUNTY FOUNDATION STANDARDS

Applicable Code: 2021 IRC

Revised: 5/12/2022
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-Unattached, single-story, wood-framed accessory
building 600 sqgft OR LESS (e.g. agricultural/storage
building, detached garage)

o]

k1

1

MIN’/

6" MIN
e

3
MIN

R

oz

2

[

.
9\

(e

—~#4x [ @3 VERT
CTRD IN SLAB

Y7 (2)-#4xCONT HORZ

TOP & MID

_l\
™

~©

ROOF CLEAR SPAN'W'
vs. WALL WIDTH 'T'

Wr T
Wk < 28' 8"
28' < Wg < 34' 10"

TYPICAL FOR DETAILS 1 & 2

1) Cultured stone no more than 4' tall is

allowed. Real brick/stone veneer not
allowed

valid until 5/1/2023
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OPTION A

DETAIL 1 - 12" MIN, ANY Wk < 34'
DETAIL 2 - RE: TABLE
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-Attached, single-story, wood-framed garage or room
addition
-Unattached, single-story, wood-framed accessory building SEPARATE POUR - OPTION B
GREATER THAN 600 sqft.
KEYNOTES LIMITATIONS

-1/2"¢ anchor bolt @6' with 7" min embedment. Provide standard nut & washer 6:12 MAX

(1"18"0OD x 0.097"-0.177" thick). Minimum (2) per plate section and within 12" min

of plate section ends. -
-3"2" thick minimum slab-on-ground. Provide control joints (1/8" wide x 1" deep) at

no more than 10' spacing w/ a maximum aspect ratio of 1.5-to-1. Reinforcement is

not required; however, for additional crack control use 6x6 W2.4xW2.4 welded wire

fabric or fiber reinforcement.
-Undisturbed natural subgrade, free of debris, organics, expansive clay, excessive Mf?

moisture, and frost. Fill used for embankments shall be compacted to 90%

minimum (ASTM D 698). )~
-Slabs-on-ground may be continuously supported on undisturbed natural soil or with Top of Fnd

fill free of debris, organics, clay, excessive moisture, and frost and compacted to

provide uniform support of the slab. Fill depths shall not exceed 24" for clean sand

-Max Roof Clear Span, Wg See Table

or gravel or 8" for site soils. Scarified and compacted subgrade soils or fill beneath

foundations and slabs shall be compacted to 95% minimum.

-Max aspect ratio (L/Wg or Wg/L)

1.5

-Max Eave Height, H

10’
















